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I 
Introduction 
The general aims of the research undertaken under t h i s  grant were: 
1. To elucidate and c l a r i f y  i n  a quantitative manner the 
t ransfer  of energy from high energy protons t o  t i s sue  i n  both 
macro and micro volumes. 
2. To t e s t  the Blunck-Leisegang theory of the s t a t t s t i c a l  
dis t r ibut ions of s m a l l  energy losses. 
3. To develop methods by which physical data  acquired using 
cyclotron generated protons maybe used t o  predict the energy 
deposition patterns (macro and micro) i n  large animals or  humans 
i r radiated by specif ical ly  defined proton fields, 
4. To col la te  radiobiological data  which has been obtained 
using both whole animals and ce l l s  so t ha t  tolerance levels  fo r  
manned space f l i g h t  m a y  be generated, 
The work during the past six months was divided in to  two phases, The 
first concerned i t s e l f  with the acquisition and construction of the equip- 
ment required t o  continue the cyclotron work i n i t i a t e d  when the  principal 
invest igator  was at the Hughes Research Laboratories, 
A Nuclear Data 512 channel analyzer and a l l  associated electronics 
(preamplifiers, amplifiers, power supplies, etc.) were acquired with non- 
grant funds. 
from Hughes t o  Emory University, 
cal ibrated . 
The proportional counters previously WW were transferred 
The equipment has been assembled and 
Lasge volume, s m a l l  cross-section, p-i-n s i l i con  detectors, t o  be used 
as Coincidence detectors, were available from our previous work. The 
fac i l i ty  f o r  making such uni t s  and others deemed t o  be necessary i s  available 
j o i n t l y  between the departments of physics and radiology. This f a c i l i t y  
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makes possible the fabrication of lithium-drifted s i l i con  structures i n  any 
desired geometry such as spheres, cylinders, and long path-length (1-5 cm) 
detectors formed i n  parallelepiped geometries. 
The photomultiplier, preamplifier, and light pipe system f o r  use with 
p l a s t i c  s c in t i l l a t i ng  spheres were d s o  transferred from Hughes t o  Emory. 
No work using t h i s  system was performed dupiog t h i s  reporting period. 
Tissue-equivalent absorbers were constructed fo r  use with the t issue-  
equivalent proportional counter, so that  micro-dose dis t r ibut ions a t  
various t i s sue  depths can be studied. 
A student has been employed t o  col la te  a l l  available proton radio- 
biological data f r o m  the open l i t e ra ture ,  conference reports, and both the 
in t e rna l  and contract reports of government laboratories and contractors. 
These will be compiled as a function of biological sample and proton energy. 
Data f o r  absorbed dose l e s s  than 25 rad and greater than 10 3 rad w i l l  be 
deleted. 
influence of the geometrical distribution on both the macro and micro dose 
pat terns  exis t ing within the irradiated material. 
This material w i l l  then be analyzed for  dose-rate e f fec ts  and the 
Isodose Patterns 
Uti l iz ing experimental data,' the dis t r ibut ion of absor3ed dose within 
~~ 
1. . Ri L. Tanner, B. A. Baily, and J. W. Hilbert, "High-Energy Proton 
Depth-Dose Patterns,T Bad, Res. 32, 861-874 (1967). 
cy l indr ica l  tissue-equivalent phantoms delivered by vmious energy proton 
beams has been examined for  cer ta in  geometrical f ie lds ,  corresponding t o  
broad-beam cyclotron i r radiat ions i n  which the phantom i s  rotated about a 
c e n t r a l  point, Pure proton beams ranging i n  energy from 45.8 MeV t o  730 MeV 
3 
were considered. 
cylinder axis and 
These were assumed to  be incident perpendicularly t o  the 
uniform about it, S i m i l a r  cdcu la t ions  were also under- - 
taken for  a 730 MeV beam degraded by 229 ,/emd copper and 199 g/crnd carbon 
whose depth-dose character is t ics  are quite different  than those of pure 
proton beams. These differences i n  depth-dose character is t ics  are most 
cer ta inly due t o  the production o f  secondary neutrons and y-rays by the 
primary protons i n  t h e i r  passage through the degraders, 
paper on t h i s  subject which has been prepared f o r  publication i s  presented 
i n  Appendix A. 
The tex t  of a 
The computer program u t i l i zed  was written i n  Fortran I V  (G-level). 
The input consisted of the depth-dose data and the equation of the 
e l l i p t i c a l  cylinder with variable major and minor axes. 
Five t o  twenty-five points were chosen such tha t  the differences 
between successive points on the depth-dose curves could be considered 
l inear .  These values were then read in to  a core array. 
For each s e t  of data, the depth-dose array was searched fo r  two (2) 
values of the  depth bracketing the value desired. 
ascertained through l inea r  interpolation. 
The dose was then 
To compute the t o t a l  dose a t  any point. within the cylinder, r a d i i  
were erected from this point at intervals  of 5'. 
radius (extending from the point under consideration t o  the surface) w a s  
then calculated. 
determine the cent ra l  axis depth dose t o  tha t  point delivered by an inf in-  
i t e l y  large f i e l d  whose axis was paral le l  t o  the radius, 
individual values were then summed and the sum multiplied by the angle 
increment (m/36) t o  obtain the t o t a l  dose delivered t o  the point. 
The length of each 
This distance (along each radius) was then used t o  
The seventy-two 
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To determine the  isodose l i nes ,  the t o t a l  dose w a s  calculated a t  equal 
increments of distance along the  major  axis, 
of the e l l i p s e  as a s t a r t i ng  point, 
axis, when the dose a t  two consecutive points i s  found t o  bracket the 
desired value of the  isodose contour being sought, a l i n e a r  interpolat ion 
is  performed t o  f ind the intersect ion of this  isodose curve with the major 
ax is ,  
the dose computed at i t s  end. 
the new point now marking i t s  end computed, 
from the desired value, the sense (or direct ion)  of vector rotat ion i s  
reversedr When the values of the dose at the ends of two such vectors 
bracket the desired value of the isodose l i n e  being sought, a l i nea r  in te r -  
polation of the angle i s  performed, This point i s  then taken as a new 
s t a r t i n g  point, a new vector erected, and the l a s t  angle and sense of rota- 
t i on  u t i l i z e d  i n  a new search. 
when either axis o f t h e  cylinder or i t s  surface i s  encountered, or  i f  no 
pa i r  of vectors can be found bracketing the  value of the desired isodose 
l i n e  
The program used the  center 
For example, s t a r t i ng  along the major 
A vector i s  then erected a t  t h i s  point perpendicular t o  the axis and 
The vector is then rotated and the dose at 
Should this  value be fa r ther  
The process i s  automatically terminated 
All pertinent parameters were displayed on the  CRT of an IBM-2250 
mod 2 display console and could be changed by the operator through the use 
of the light pencil, 
1.0 cm, 
0,3 radians. Both depth-dose and isodose curves were displayed. Values 
ora a 1 cm x 1 cm g r i d  were printed out i n  the usual. manner, 
Vector lengths used usually ranged from 0.2 t o  
The increments of angle were adjusted i n  the range of 0.1 t o  
The computer used was a 102K par t i t ion  of the  IBM - 360/75 a t  the 
UCLA Health Sciences Computing f a c i l i t y ,  
pl ished using 8 9  of buffer and G W  language, 
Graphks management was accom- 
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Cyclotron Experiments 
I 
I 
i 
I 
Six days of parasi te  m i n g  time was assigned t o  the Emory group by 
the director  of the SmL9 during the period of Much 19 through 24, 
low-intensity, 600 MeV proton beam was selected by a bending magnet and 
delivered t o  the experimental mea. 
A 
Experiments designed t o  extend the experimental data  on energy event 
frequency dis t r ibut ions t o  very small values of K (< O,OOl> and t o  large 
values of b2 (> 25) were designed, 
2 Data was acquired fo r  pathlengths of 1.33 x lom3 g/cm , 
6.66 x g/cm2, 3.33 x g/cm2, 1.33 x g/cm2$ 
9.95 x lom5 g/cm2, 6.66 x low5 g/cm2, 
At this date, no analysis o f  the experhenta l  data has been accom- 
2 and 3-33 x lom5 g/cm 
plished. 
Wcrodoshetr ic  Distributions 
Energy deposition distributions for one simulated pathlength, 
equivalent t o  1.18 microns of t issueo were measured at various depths i n  
Shonka tissue-equivalent p las t ic ,  f o r  portons with an incident energy of 
43.0 MeV, 
d i s t r ibu t ions  due t o  passage of the protons across a diameter of a spher- 
i c a l  tissue-equivalent proportional. coun te~ ,  described i n  previous 
reports,  operating at a gas pressure of 20 Torr, and placing various 
thicknesses of tis"me-equivalent plast ic  f lush with the outer shell of 
the counter, Actually, two different types of dis t r ibut ions may be 
obtained i n  t h i s  manner, For i l l u s t r a t ive  studies such as the present 
one, it i s  of par t icular  i n t e re s t  to  determine such dis t r ibut ions f o r  an 
e s sen t i a l ly  monoenergetic incident proton beam. 
Obtained using a coincidence technique. 
These dis t r ibut ions were obtained by recording the pulse height 
Such dis t r ibut ions are 
I n  many prac t ica l  s i tuat ions 
however, biological exposures cannot be performed i n  a s t r i c t l y  mono- 
energetic beam. 
beams may r e su l t  i n  a proton spectrum with a not insignificant low energy 
t a i l  below the main energy peak. 
measured with a p-i-n semiconductor detector, i s  shown i n  Figure 1 (the 
spectrum i s  actually tha t  a f t e r  passage of 44 MeV protons through the two 
w a l l s  of the tissue-equivalent plast ic  counter). 
about 45% of the t o t a l  proton flux i n  the  l o w  energy tail. 
how much of the tail i n  t h i s  particular case i s  actually due t o  lower 
energy protons produced by the beam spreading procedure i s  not known. 
considerable f’raction i s  very probably due t o  passage of peak energy pro- 
tons obliquely through the semiconductor detector, since only a rather  
crude collimator w a s  used i n  f ront  of the p-i-n, 
a s ignif icant  low energy t a i l  i s  unavoidable i n  a biological exposure 
s i tuat ion,  the corresponding microscopic absorbed energy dis t r ibut ion of 
i n t e re s t  i s  obviously tha t  due t o  the en t i r e  proton spectrum with which 
the biological  sample i s  irradiated,  
of energy deposition for  a given pathlength may be obtained by simply 
placing a well designed collimator in  f ront  of the proportional counter 
t o  produce a pencil-like beam of protons. 
a l s o  measured as a function of depth i n  tissue-equivalent p las t ic ,  using 
I n  fact ,  the procedures used t o  spread cyclotron proton 
A f a i r l y  typical  proton energy spectrum, 
This spectrum shows 
However, j u s t  
A 
A t  any ra te ,  whenever 
I n  such a ease, the dis t r ibut ion 
Distributions of t h i s  type were 
z a collimator with an axea of 0.2 cm . 
1.18 microns of t i s sue  i s  simulated by the gas path along a diameter 
of the  proportional counter when it i s  operated at a pressure of 20 Torr. 
This simulates 1.18 microns of t issue i n  the sense that the same average 
energy i s  lost i n  traversing the gas path and, because of the approximate 
equal i ty  i n  electron densit ies,  quite similar energy-loss dis t r ibut ions 
0 0 
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are predicted (i.e. i f  the electron densities were markedly different ,  the 
predicted energy-loss distributions,  fo r  the same average energy loss, 
would be quite different) .  
t i s sue  t o  the mass stopping power of the He-CCP 
l i t t l e  i n  the energy range of interest  (< 3% change from 50 t o  2 MeV), 
the "equivalence factor" re la t ing  g/m2 of He-CO t o  g/cm2 of t i s sue  may 
be taken t o  be a constant,* 
Since the r a t i o  of the mass stopping power of 
gas mixture changes very 2 
2 
Since the relat ive mass stopping power of 
2. W. H. Barkas and M. J. Berger, "Tables of Energy Losses and Ranges of 
Heavy Charged Particles," Studies i n  Penetration of Charged Part ic les  
, i n  Matter, NAS-NRC Publ. no. 1133, 103 (1964). 
t i s sue  t o  the He-C02 mixture i s  approximately 1.13 i n  th i s  range, 
1033 x 
pathlength i n  the counter) simulates 1.33 x 10 /1.13 = 1.18 x 10 
OP 1.18 microns, of t issue.  
2 g/cm of He-C02 (density of the mixture a t  20 Torr pressure x 
-4 -4 
g/cm2, 
Figures 2-6 show both coincidence spectra fo r  protons with an incident 
energy of 43.0 MeV, and, for  i l l u s t r a t ive  purposes, non-coincidence 
(collimated) spectra for  a proton spectmm w-ith a peak a t  43.0 MeV. 
Figures 2, 3, and 4 compare the two types of dis t r ibut ions f o r  depths of 
0,2O, 0~60, and 1.44 g/cm of tissue-equivalent p las t ic ,  respectively. 
Figures 5 and 6 show only collimated proton beam dis t r ibut ions,  since a t  
these depths (1.58 g/cm2 and 1.66 g/cm 
Proton energies were insufficient t o  penetrate the back tissue-equivalent 
W a l l  of the proportional counter and reach the p-i-n detector, 
depth of 1.71 g/cm , essent ia l ly  no protons penetrated t o  the sensit ive 
gas volume. 
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2 respectively) the residual 
A t  a 
2 
This observation i s  i n  good agreement with the calculated 
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2 range2 of 1,67 g/cm of tissue-equivalent p l a s t i c  fo r  43 MeV protons, and 
with the 1.365 pathlength s t r a g l i n g  (giving cr ,N 0.02 g/cm 1 predicted by 
J a ~ i . ~  
2 
It w i l l  be noted tha t  the l o w  energy side of the energy deposition 
3. J. F. Janni, "Calculation of Energy Loss, Range, Path-length, 
Straggling, Multiple Scattering, and the Probability of Ine las t ic  
Nuclear Coilisions f o r  0.1 to 1000 MeV Protons," m-TR-65-150, 
Air Force Weapons Lab. , New Mexico (1966). 
peaks are e s s e n t i a l l y t h e  same, as would be expected, since th i s  part  of 
the peak i s  due mainly t o  the numerous protons i n  the peak of the proton 
energy spectrum, There me,  huwever, considerably more lasge deposftions 
i n  the t a i l s  of the dis t r ibut ions produced by the collimated beam, 
contributed, of course, by the lower energy (and thus higher energy loss) 
protons i n  the spectrum, 
Some o f t h e  experimental pasmeters are summarized i n  Table 1. The 
proton energies l i s t e d  i n  the table  are the calculated2 residual energies 
of an incident 43*0 MeV proton after penetrating t o  the corresponding 
depths i n  tissue-equivalent plast ic ,  and are included only t o  provide a 
feel  for  the magnitude of the proton energies corresponding t o  each energy 
deposition spectrum. It will be noted tha t  the dis t r ibut ions re ta in  t h e i r  
charac te r i s t ic  peaked shapes even at  the largest  depths examined, and tha t  
the widths of the dis t r ibut ions tend t o  decrease w5th depth and then 
increase again for  even greater depths, 
widths i n  Table 1 are a measure of the wider collimated beam spectra, 
it is obvious from the data tha t  this i s  a valid observation and has 
previously been observed i n  preliminary experiments. 
Even though the last  two peak 
The widths of the 
TABU 1 
Depth i n  Tissue- 
Equivalent 
P las t ic  
Summary of Microscopic Energy 
Deposition Parameters f o r  a 
1.18 Micron Simulated Tissue 
Path (Ep = 43.0 MeV), 
0*20 
0.60 
1.44 
1.58" 
1.66" 
Residual Energy 
of Incident 
43 MeV Proton 
MeV 
40.2 
33.5 
14.4 
8.2 
.c P 
Beak 
Width 
125 
100 
133 
%ese Distributions were Obtained Using Collimated Beams, 
bRange of 43 MeV Protons i s  2 1.67 g/cIn2 of Tissue-Equivalent 
Plast ic .  
I .  . 
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dis t r ibu t ions  are, of course, determined by the combination of two ef fec ts ;  
the f rac t iona l  width tends t o  decrease as the mean energy of the incoming 
protons decreases (increasing the mean energy loss i n  the cavity),  while the 
increasing energy spread of the  proton spectrum tends t o  broaden the peak of 
the dis t r ibut ion.  Such an interplay would be extremely d i f f i c u l t  t o  predict  
theoret ical ly .  
It might be mentioned tha t  the las t  two dis t r ibut ions are  estimated t o  
This estimate bracket the "Bragg-type" depth dose peak f o r  43 MeV protons. 
i s  based on two sources: 
depth dose da ta  f o r  45 MeV  proton^,^-^ and (2 )  
(1) a properly scaled comparison with published 
the expekmental observation 
4. R. L. Tanner, I?. A. Baily, and J. W. Hilbert ,  "Depth Dose Studies Using 
Monoenergetic Protons," Rad. Res. - 27, #39 540 (1966). 
5 e  M. A,  Baily, IT. W. Hilbert, and R ,  L. Tanner, "High Energy Proton 
Dosimetry," 3rd Internat ional  Congress of Rad. Res., Cortina D'ampezzo, 
1966. 
6 .  R. L, Tanner, I?. A. Baily, and J. W. Hilbert ,  "High-Energy Proton 
Depth-Dose Patterns , I '  R a d .  Res. - 32, 861-874 (1967). 
7 by Raju t ha t ,  f o r  a r,ange of proton and alpha pa r t i c l e  energies, the modal 
7. M. R. Raju, "Heavy-Particle Studies with Sil icon Detectors," 
UCRL-16613, Semi-Annual. Report, Div. of Biology and Med., Lawrence 
Radiation Laboratory, Berkeley (1965) 
energy at the Bragg-peak posit ion is approximately 10 percent of" the 
primary beam energy (however, cases i n  which t h i s  ra ther  crude "rule-of- 
thumb" fa i l s  have recently been observed). It might also be mentioned tha t  
a calculation of the theoret ical  energy-loss dis t r ibut ion for  a 4 MeV 
proton shows that ,  because of the extremely th in  tissue-path (1.18 microns) 
simulated here, the dis t r ibut ion i s  s t i l l  quite far down in to  the Vavilov 
region ( K  !z 0.14)w 
The f i n a l  s e t  of  measurements were made t o  i l l u s t r a t e  the method by 
which the energy deposition distribution i n  a spherically ( o r  a rb i t r a r i l y )  
shaped microvolume may be determined and, i n  the processs t o  explore some of 
the implications of t h i s  method. 
complete microvolume i s  approximated by measuring energy deposition d i s t r i -  
butions f o r  a ser ies  of pathlengths and folding together these dis t r ibut ions 
on the bas i s  of the re la t ive  number of pathlengths of each value seen by a 
pa ra l l e l  beam of protons incident on the par t icular  volume. The volume 
most amenable t o  a simple interpretation i s ,  of course, a sphere, which 
w a s  o r ig ina l ly  andyzed by Rossi e t  al. 
direct ional  response, a spherical volume resu l t s  i n  a par t icular ly  simple 
d is t r ibu t ion  of pathlengths, given ( fo r  a paxallel  beam of incident radia- 
t ion)  by P (x) = x/2r , where r E sphere radius, and x E pathlength 
(0 5 x S 2r).  
cance which m a y  be more closely approximated by other shapes, only a 
spherically shaped volume will be treated i n  de t a i l  here, because of i t s  
r e l a t ive  simplicity, and implications t o  other shapes will be made i n  
terms of the generalizations possible from the spherical example. The 
Procedure fo r  other volumes is, i n  principal, identical .  
The energy deposition dis t r ibut ion i n  a 
I n  addition t,o having an isotropic 
2 
While there m e  obviously biological volumes of s ign i f i -  
Energy deposition distributions were measured a t  pressures of 30.0, 
25-0, 20.0, 15.0, 10.0, and 5.0 Torr, fo r  protons having an energy of 
40.0 MeV upon entering the sensitive gas volume of the tissue-equivalent 
proportional counter. These pressures simulate t i s sue  paths of 1.77, 
I ,  . 
I 18 
1.48, 1.18, 0.886, 0.590 and 0.295 microns, respectively, and the 
corresponding dis t r ibut ions were obtained using the coincidence require- 
ments previously described. These energy deposition dis t r ibut ions are 
shown i n  Figures 7-12. It w i l l  be noted tha t  a second se t  of axes have 
been provided fo r  a l l  of these curves, giving the absolute probabili ty 
per keV of a given energy deposition versus the energy deposition i n  key. 
This absolute normalization is obtdned by graphically integrating the 
dis t r ibut ions (using a planimeter), and imposing the condition tha t  the 
area under each curve i s  equal t o  1.00 (i.e. the  probabili ty tha t  a proton 
passing through the given pathlength loses  some amount of energyy 
including zero, i s  unity) . Ideal ly  each experimental dis t r ibut ion should 
be integrated from zero t o  the energy of the incident proton (since there 
i s  an infinitesimally s m a l l  probability of the proton losing i t s  en t i re  
energy i n  the counter), or, more rea l i s t ica l ly ,  at l e a s t  t o  the much 
smaller energy deposition corresponding t o  the maximum possible energy 
t ransfer  t o  an atomic electron i n  a single col l is ion (E 89 keV for  40.0 MeV 
protons), 
Vanishingly infrequent 
i n  each case t o  an energy deposition which i s  greater than 98% of the 
energy losses predicted by the Vavilov theory. 
d e l t a  rays ma;y deposit only part  of t h e i r  energy i n  the counter, the 
energy-deposition dis t r ibut icn m a y  have some events shif ted from fax out 
i n  the  t a i l  t o  smaller energies as compared t o  the corresponding energy- 
loss distribution. Therefore, the integration w i l l  include, i f  anything, 
an even greater percentage of  d l  possible energy depositions, and thus 
represents a very good approximation t o  the t o t a l  area. 
normalized curves have been replotted i n  Figure 13 on a common scale t o  
more c lear ly  i l l u s t r a t e  the manner i n  which the probabili ty dis t r ibut ions 
I n  practice,  however, energy events of t h i s  magnitude are 
and the eqerimental  dis t r ibut ions were integrated 
Since some high energy 
The properly 
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I 
change fo r  the various simulated pathlengths. Probabili ty values are  next 
taken from the normalized curve fo r  each pathlength, using a suf f ic ien t ly  
f ine  energy grid,  are weighted according t o  the r e l a t ive  number of each 
such pathlength i n  a spherical  volume, and are added together t o  yield the 
probabi l i ty  d is t r ibu t ion  of energy deposition i n  the en t i r e  spherical  
microvolume, which has a diameter of 1.77 microns. 
i s  quite straightforwwd i n  concept, i s  ra ther  tedious and timeconsuming 
when done by hand. 
da ta  by a computer program would obviously be highly desirable. 
This procedure, which 
For routine use of such a method, processing of the 
An obvious question r e l a t ing  t o  t h i s  method is how many individual 
pathlengths must be simulated t o  obtain a suf f ic ien t ly  accurate approxima- 
t i o n  t o  the d is t r ibu t ion  i n  an en t i re  spherical  microvolume, 
examine this question, two composite d i s t r ibu t ions  were constructed, one 
using all s i x  simulated pathlengths, and a second using oniy three (0.59, 
1.18, and 1.77 microns), The resul t ing dis t r ibut ions a r e  shown i n  
F igme 14. 
ex is t ing  i n  a 1.77 micron diameter sphere are inciuded within the range 
of simulated pathlengths (0,295 t o  1.77 mfcrons). 
noted from Figure 14 t ha t  a marked discontinuity apparent at ", 0.5 keV 
i n  the curve approximated by only three pathlengths, has essent ia l ly  
disappeared i n  the curve approximated by d l  s i x  pathlengths. 
absolute quantitative conclusions can be drawn from the l imited data 
avai lable  for  t h i s  comparison, it i s  probably safe t c  say ,  judging from 
the  r e l a t i v e  change i n  the composite d i s t r ibu t ion  upon increasing the  
number of simulated pathlengths f rom three t o  s ix ,  t h a t  f o r  t h i s  par t ic -  
ular d is t r ibu t ion  simulation of s i x  pathlengths r e su l t s  i n  a reasonably 
good approximation t o  the dis t r ibut ion i n  the en t i r e  microsphere. This 
conclusion depends, of course, on the widths of the d is t r ibu t ions  
I n  order t o  
It might be mentioned that  greater  than 9% of a l l  pathlengths 
It w i l l  first be 
While no 
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observed for  each individual pathlength, the r e l a t ive ly  s m a l l  number of 
individual pathlengths required i n  t h i s  example being a r e su l t  cf the 
quite broad individual distributions,  
dis t r ibut ions,  such as would r e su l t  i f  a much la rger  t i s sue  microsphere 
were simulated, more individual dis t r ibut ions would be required, while 
fo r  smaller simulated microspheres, which cases are much more l i k e l y  t o  
be of i n t e re s t  f o r  dis t r ibut ions of t h i s  type, only a few would be 
necessazy, 
For much narrower individual 
Kellerer i n  h i s  approximate theoret ical  treatment of mierodosimetric 
dis t r ibut ions,  makes the  generalization tha t ,  because of the very large 
s t a t i s t i c a l  f luctuat ions i n  energy loss along individual pathlengths, the 
influence of the t rack  length dis t r ibut ion i n  a volume i s  not decisive as 
long as the  mean energy lo s s  i s  less  than several  keV, so tha t  simLlar 
results should be obtained with spherical and nsn-spherical volumes. 
Exactly what i s  implied quantitatively by t h i s  generalization i s  a ques- 
t i o n  of in t e re s t ,  
i n  the maximum pathlength (i.e. the diameter) i s  approximately 2.6 keV, 
the  data seems par t icu lar ly  well suited t o  examine t h i s  question, 
simplest and most straightforward shape with which to make a comparison 
i s  sfmply a very t h i n  slab, oriented perpendicular t o  the  incident 
protons. Such a comparison i s  made i n  Figure 159 f o r  a slab shaped 
Volume which has a thickness equal t o  the average pathlength i n  the 
Corresponding spherical  volume. This average pathlength, f o r  the  tri- 
angular pathlength d is t r ibu t ion  which ex i s t s  i n  a spherical  volume, i s  
j u s t  equal t o  2/3 of the spherical diameter, or 1.18 microns, 
very conveniently, j u s t  the pathlength simulated at 20 Torr, and t h i s  
d i r e c t l y  measured energy deposition d is t r ibu t ion  i s  the d is t r ibu t ion  (B) 
p lo t t ed  i n  Figure 15. 
Since fo r  the data  presented heye the mean energy lo s s  
The 
!Phis is ,  
It w i l l  be noted tha t ,  while both dis t r ibut ions 
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have the same character is t ic  "low-energy peak, high-energy t a i l "  shape, 
and, i n  fac t ,  peak a t  very close t o  the same energy depositicn, quantita- 
t i ve ly  they d i f f e r  greatly, 
biological e f fec ts  would be expected t o  d i f f e r  great ly  over a wide range 
f o r  the two distributions,  and thus it appears, from t h i s  example, t ha t  
Kellerer's generalization i s  of l i t t l e  pract ical  u t i l i t y .  
curve displayed i n  Figure 15 i l l u s t r a t e s ,  for. comparison, the tr iangular 
energy-loss dis t r ibut ion which would be predicted fo r  the 1.77 micron 
diameter microsphere if the s t a t i s t i c d  fluctuations i n  energy-loss of 
43.0 MeV protons were completely ignored (i .e.  , i f  it were assumed tha t  
every proton passing through the microsphere experienced an energy-loss 
corresponding exactly t o  tha t  predicted by the proton stopping power). 
The gross qual i ta t ive and quantitative difference of t h i s  dis t r ibut ion i s  
obvious. 
Quantitative predictions re la t ing  t o  
The th i rd  
Energy Event Frequency Distributions 
A more extensive analysis of the data appearing i n  the forthcoming 
8 physical Review a r t i c l e  was undertaken so as t o  include the biologically 
8. J, W. Hilbert, W. A, Baily, and R, G. Lane, "S ta t i s t i ca l  Fluctuations 
of the Energy Deposited i n  Low Atomic N-mber Materials by 43.7 MeV 
Protons," PhyS, Rev, ( i n  press). 
impoptant high energy tail, 
t igated.  
determined dis t r ibut ion with the Blunck-Leisegang corrected values of the 
Tdavilov f'unction. 
theories,  the percentage of the macro dose delivered i n  single high 
There are two important points t o  be inves- 
F i r s t ,  i s  the agreement of t h i s  p r t i o n  of the experimentally 
Second, from the point of view of radiobiological 
i 
I 
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energy events i s  important, since it w i l l  not only serve as a t e s t  fo r  
some exis t ing theories but may aid i n  the formulation of modifications or 
even en t i re ly  new ones. Also, t h i s  i s  probably the most pertinent and 
d i rec t  way t o  predict  a meaningful RJ3E. 
investigated during the l a s t  s i x  months. 
Only the first of these was 
I n  order t o  compare the experimental data with a completely cor- 
rected Vavilov dis t r ibut ion requires tha t  a gaussian, whose width i s  
determined by the  Blunck-Leisegang pmameter b and the quantity f, be 
folded in to  the VaviPov distribution. 9 
9. U. Fano, Ann. Rev. Nucl. Sci. - 13, 1 (1963). 
If  the Vavilov function i s  denoted by fv ( A ,  x), then the corrected 
fhnction i s  given by 
Values of the Vavilov distribution function used were those of Seltzer 
11 and Berger," with values of  b taken from the graph given by Birkhoff. 
10. So M, Seltzer and M, J. Berger, "Energy Loss Straggling of Protons 
and Mesons: T a b d a t i u n  cf the  Vavilov Distribution," MM-NRC , 
- 1133, 205 (1964). 
11. R. D. Birkhoff, "Distribution of Eaergj Losses-Straggling, Hmdbuch 
Der Physik, - XXXIV, 87 (1958). 
These dis t r ibut ions will then be normalized t o  those obtained exper- 
imentally so tha t  they correspond at the value of the most probable 
32 
energy loss. 
be possible, 
compasisons have been made t o  date. 
I n  t h i s  manner a comparison of t'ke hi& energy ta i l  will 
Calculations have just been started so tha% no detailed 
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Plans fo r  Next Period 
During the  next s ix  months, we plaza t o  pursue the following program: 
1. Experimental. data on energy even5 frequency distributions w i l l  
be obtained, for  protons having energies > 50 MeV, eorresponding t o  
those pathlengths of biological interest .  
t o  be expected i n  sphericd. and cylindrical  volumes w i l l  be computed. 
From t h i s  data, dis t r ibut ions 
2. A computer program t o  combine experimental energy even% d i s t r i -  
bution curves i n  various gemetries will be writ ten and tested. 
I ,  . 
j. 
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3. The comparison of' the experimental data  obtained a t  43.7 MeV 
with theory over the whole range of energy events w i l l  be completed, 
4, A redesigned proportional counter w i l l  be constructed, It i s  
expected tha t  the new design Will f a c i l i t a t e  i t s  use at the cyclotron 
f a c i l i t i e s .  
5, A proportional counter gas which provides good t i ssue  simulation 
at high proton energies Will be tested i n  order t o  investigate contribu- 
t ions from such sources as would influence the energy event dis t r ibut ions 
i n  tissue, 
6, The use of a bone-equivalent system w i l l  be investigated. 
Appendix A 
THE MEASUREMENT AWD CHARACTERISTICS OF DEFTH DOSE PATTERNS 
DUE TO PROTON BEAMS* 
Norman A. Baily 
and 
Harvey S. Frey 
Department of Radiology, University of California at Los Angeles 
Department of Radiology, Emory University, Atlanta, Georgia 
ABSTRACT 
The absorbed dose delivered t o  a par t icular  organ or region of the 
body of an i r radiated animal or human by a beam of high-energy protons 
depends upon such factors  as: the organ or region under consideration, 
beam geometry, material through which the beam has passed pr ior  t o  
incidence on the subject considered, and other factors  which may be 
peculiar t o  any pertinent situation. O f  paPticular concern m e  regions 
i n  which rapid dose buildup may take place. A computer program was 
designed t o  u t i l i z e  experimental depth dose data t o  produce isodose 
curves. These have been computed fo r  proton energies between 45*8 MeV 
and 730 MeV i n  bath circulaz and e l l i p t i c a l  t i s sue  equivalent cylinders 
k r a d i a t e d  over a 2 n geometry, by a pa ra l l e l  beam incident perpendicu- 
l a r l y  t o  the cylinder axis. The effect  of passage through large thick- 
nesses of copper and carbon before incidence on the cylinder has been 
investigated. The implication f o r  physical dosimetry i n  l i gh t  cf the 
isodose patterns produced are discussed. 
*Work supported i n  part  by G r a n t  #~~~-11-001-026,  awarded by the Ames 
Research Laboratories, National Aeronautics and Space Administration. 
. 
PNTRODUGTI OR 
The problems associated with the proper and accurate measurement 
of depth dose received by persons or animals i r radiated by beams of 
ionizing radiation have been of concern t o  physicists, physicians, and 
radiobiologists fo r  many years. 
x- and y-ra~rs, electrons and neutrons have been conducted during the 
M a n y  dosimetric studies involving 
past t h i r t y  years. These have included mapping isodose patterns i n  
water, presdwood, and mix-D phantoms fo r  beams havirsg widely different  
energies, sizes,  and angles of incidence. Corrections t o  isodose 
pat terns  f o r  such perturbations as curvature of the incident surface, 
the use of wedge f i l t e r s ,  rotation of the patient,  passage of the beam 
through bone, air, and fat have all been studied. On the  other hand, 
it has only been rather  recently that heavy charged par t ic le  beams have 
been considered. 
V a r i o u s  calculational techniques have been u t i l i zed  i n  eomputer 
programs designed t o  assess the  dose dis t r ibut ions produced by high 
energy protons, Wallace, e t ,  computed the center l i n e  depth 
dose due t o  incident isotropic fluxes of monoenergetic protons (20 MeV 
t o  730 MeV) i n  tissue-equivalent spheres, !They inchded  i n  t h e i r  
calculations the dose delivered both by primary and first-generation 
secondary protons. 
An interest ing analysis given i n  t h i s  paper' shows tha t  the  flux 
Passing throoagh the canter of a sphere whose radius is d when an 
isotropic  flux i s  incident over i ts  surface i s  identic& t o  tha t  which 
w0ul.d pass though  a t h i n  layer at a depth d i n  a f la t  slab when a 
para l l e l  beam i s  incident perpendiculazly t o  i t s  surface. Since the 
distance traveled i n  both. cases i s  equal, the proton energy distribu- 
t i ons  will be identical ,  and therefore the dose delivered a t  the two 
points will be equd,  If a straight ahead approxinm-kLon i s  adapted, 
the sane w i l l  be t rue  for  the dose delivered by the secondaries. 
evero t h i s  approximation requires fhrther experimenh3, study. 
calculations show tha t  due t o  gn increasing secoridary (proton) contri-  
bution with proton (primaxy) energy and t h e i r  r w e  and depth of 
penetration, the center l i n e  depth dose patterns fcr high energy 
protons will depend upon both proton energy and sphere s izeo 
example, f o r  730 MeV protons, the  portion of the t o t a l  dose delivered 
by secondary protons i s  14% f o r  a 2,5 cm diameter sphere, 35% for  a 
10 cm diameter sphere, and 48% for  a 25 em diameter sphere, 
conclude tha t  neither the production of secondary protons nor the 
geometry of the irradiakd body can be neglected when the primary 
proton energy i s  greater than 100-200 MeV. 
How- 
Their 
As an 
One can 
Comparisons of a revised calculational procedure‘ by the Berkeley 
group and experimental data 3 show goad agreement a t  730 MeV, In a 
J_at,9r secti.cn, we shall1 discuss the results of a mrnp-iter program 
designed to prsduce isodose carves from eqerimen%&ly de%emined 
center  l i n e  depth dose caves. 
e t .  
geometry on the dose patf.erns produced. 
The basic results obtdned by Wallace, 
emphasize the influence of prztara enerQly and the i r radiat ion 
4 Steward i n  a more recent report has inckuded an eqmnen-kid. 
remov&l term for  both primary and secondary protons t o  include the l o s s  
of a portion of these par t ic les  with depth of penetration. 
The dis t r ibut ion t o  be expected within an erradiated cylinder due 
t o  an incident para l le l  but broad beam w a s  computed by W i l l i a m s ,  
e t .  f o r  various proton energies. Zanese calculations u t i l i zed  
the depth dose data calculated by Turner, e t ,  aL. 6 
There have been several experimental investigations of the dose 
pat terns  produced by high energy protons i n  low atomic number materials, 
Larsson7 i n  discussing the use of 187 MeV protons for  radiotherapeutic 
purposes points out %he factors  controlling the produetien a d  d i s t r i -  
bution of the  Bragg peak. 
observation tha t  the depth dose distributions obtained with t h i s  beam 
Perhaps even more significant was h i s  
depended upon beam width. 
one of us  (NAEi), 
n u r o w  beam data i s  avail&le at 160 MeV. 
Such a dependence has also been observed by 
H~wever, quantitative data i s  not available, Other 
8 
An i l l u s t r a t i o n  of some of the d i f f i cu l t i e s  with which proton 
dosimetry i s  fraught i s  given by the work of Mitchell, et.  ai.,' and 
i n  the patterns t o  be discussed i n  a l a t e r  section. It is ,  therefore, 
per t inent  i n  view of" th5 d i f f i cu l t i e s  outlined aba-se tha t  the experi- 
ment& determinatdon of dose delivered by high eraergjr chmged 
par t ic les ,  be they beams produced i n  the laboratory, or  those due t o  
the space environment, be carefuLly considered before chcosing an 
experimental method for  making such measmements. 
The absorbed dose delivered t o  an i r radiated object will depend 
upon many factors. 
O f  the irradiated body and the size of the incident beamo The 
Among the more important of these i s  the geometry 
importance of these and other factors i s  a highly sensi t ive fkmction 
of whether we are considering a perraUel beam or isotropic  radiation, 
and whether or  not the beam has been perturbed by absorbers before 
incidence on the  measuring system, 
I n  order t o  correct ly  and accurately assess the dose d is t r ibu t ion  
i n  m a n  or animal, the  measuring system (detector, or detecter ppUs 
phantom) must simulate the  i r radiated system which one wishes t o  
evalmte,  
sentation of the i r rad ia ted  body and placement of the measuring 
instrument a t  the  appropriate position. However, i n  some cases a 
reasonably goad approximation may be attained by a simpler configura- 
t ion ,  
and absorption character is t ics .  As w i l l  be seen, even curvature of 
the  entrance surfaces w i l l  influence the depth dose patterns when 
absorption i s  important. 
This can a l w a y s  be done by an accurate geometrical repre- 
The requirement is  for  the  system t o  simulate both scat ter ing 
Of paxticular coneern i n  experimentd. dosimetry programs are the  
For example, i n  the regions i n  which rapid dose buildup takes place. 
case of cascade protons, the number produced i s  prcportional t o  the 
pas t i c l e  energy and the atomic weight of the  medium th rown  which it 
is passing. 
generate considerably more secondary proksns %hereby increasing the 
dose t o  deeper portions of the i r radiated bady, 
production of other secondaries, such as neutrons, depends on the 
primary proton energy and the interaction cross-section f o r  the  
elements through which the beam passes, 
It is, therefore, possible i n  the case of bone t o  
Similtwly2 the 
- 5- 
Perhaps too often dismissed or overlooked i s  the poss ib i l i ty  of 
Bragg peak dose buildup. While it i s  t rue  tha t  i n  simple geometries 
(spheres, cylinders) uniformly o r  isotropical ly  i r radiated tha t  such 
buildups do not appear, the simple perturbation of changing from a 
c i rcu lar  cylinder t o  an e l l i p t i c a l  cylinder makes it possible f o r  
protons having ranges l e s s  than the length of the major axis but 
greater than the minor axis t o  cause the appearance of "hot" spots or  
dose buildup regions where the absorbed dose i s  considerably greater 
than i n  the surrounding t issue.  Similarly, surface dose buildup m a y  
a lso take place. 
I n  e i ther  of these cases, the s ize  and geometry of the detector i s  
a c r i t i c a l  parameter i n  acquiring an accurate assessment of dose i n  
such regions. 
RESULTS 
A computer program was set  up t o  use the data of Tanner, e t .  d., 3
and from t h i s  data  t o  compute the dose a t  the crossing points of a 
1 cm grid across the cross-section of cylinders uniformly i r radiated 
over a 2 TI geometry, by a para l le l  beam incident perpendicularly t o  the 
ax is  of the cylinder. 
surface dose which would be delivered by a broad beam whose central  
ax is  i s  perpendicular t o  a f l a t  slab of t i s sue  equivalent material. 
The computer program also computed the isodose curves. Some re su l t s  
fo r  pure proton beams having energies of 45.8 MeV, 138 MeV, 300 MeV, 
630 MeV, and 730 MeV are given i n  Tables 1-5. 
e l l i p t i c a l  cylinders, the columns labeled major, minor axis represent 
The resul ts  a r e  expressed i n  terms of the 
I n  the case of the 
the dose along these directions.  
represents the dose along a l i n e  midway between these axis. 
Similarly, the column labeled 45’ 
Selected isodose curves computed fo r  e l l i p t i c a l  cylinders axe 
shown i n  Fig. 1. 
and except f o r  the 45*8 MeV case can be generated from the tabular 
data. For t h i s  low energy the dose falls t o  zero at 2 cm depth i n  the 
case of a 10 cm diameter cylinder and t o  35 rads/100 rads surface dose 
at this same depth i n  the 30 cm diameter cylinder. 
Those f o r  c i rcular  cylinders are  concentric c i r c l e s  
The ef fec t  on depth dose patterns prodxed by the passage o f  high 
energy proton beams through large amounts of absorber i s  shown i n  
Fig. 2. These curves are the center l i n e  depth dose curves produced 
by an essent ia l ly  i n f i n i t e  area beam incident perpendicularly on a 
l a rge  f l a t  slab. 
730 MeV a f t e r  passage through 199 g/cm2 of carbon and having a f i n a l  
energy (computed)” of 220 MeV. 
passage through 229 g/cm of copper and having an energy of 260 MeV. 
These curves are d i s t i n c t l y  different  i n  two respects from those given 
by Tanner, e t .  al.3 
peak i n  dose r a t e  occurs. Second, the  b u i l d q  of the higher energy 
beam i s  not as great  as t h a t  f o r  the lower. This i s  i n  contrast  t o  
the pat tern found for  pure proton beams. The behavior demonstrated 
can only be accounted f o r  i n  terms of the secondary pa r t i c l e  production 
being d i s t i n c t l y  different i n  the two materials. Data similar t o  tha t  
given previously for  pure and monochromatic proton beams are given f o r  
these  beams i n  Tables 6 and 7. 
Curve A i s  f o r  a beam having an i n i t i a l  energy of 
CuPve B i s  f o r  the same beam a f t e r  
2 
F i r s t ,  f o r  the depths investigated (- 30 em), no 
Isodose curves f o r  e l l i p t i c a l  
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cylinders are shown i n  Fig. 3. Except fo r  curve A, the  isodose l ines  
are a t  equal dose increments so that the area between the f i r s t  
isodose l i n e  shown and the surface has a dose intermediate between 
the surface value shown i n  the  tables and tha t  represented by t h i s  
f i rs t  l ine ,  
DISCUSSION 
The computed isodose patterns are useful for  two purposes. 
F i r s t ,  t o  aid the experimenter who i s  exposing or planning t o  expose 
la rge  animals at cyclotron f a c i l i t i e s ,  and second, t o  serve as a 
guide for  persons planning dosimetry experiments at cyclotrons or i n  
space vehicles 
One of the most s t r ik ing  patterns i s  that  generated i n  the 
e l l i p t i c a l  cylinder by the 138 MeV beam. 
spot, which covers an area of some 6 x 8 cm, would include many v i t a l  
organs. The dose here i s  2.8 times tha t  which would ex is t  i n  the same 
region if the i r radiated body had a c i rcu lar  cross-section and approx- 
imately 1-9 times tha t  which would. have been measured a t  a depth of 
5 ern along the minor axis of the el l ipse.  
The occurrence of the hot 
Surface dose ra tes  delivered t o  the different  cylinders by the 
same energy beam vary between 3% and 25$. 
rates vary between 1% and 22$, while a t  5 cm, these vasy between 1% 
and 24%. 
beams. 
te red  i n  manned space f l i gh t  w i l l  have energies corresponding t o  
those producing the largest  errors, the use of heavy w a l l  ionization 
A t  a depth of 1 cm, the dose 
The largest  deviations in a l l  cases occur fo r  the low energy 
Since the majority of the proton flux expected t o  be encoun- 
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chanibers i n  l i e u  of" a phantom should be carefully considered. As 
already pointed out, the variation a t  the center of each of these 
configurations can be considerably larger  when the Bragg peak ioniza- 
t i on  can be effective. 
f o r  other beam energies. 
occur, it i s  mandatory t o  use small volume, low density devices. 
Such effects  may be possible at other depths 
In  all instances where sharp gradients may 
The case of isotropic radiation such as might be expected i n  
space i s  considerably more complicated. It seems l ike ly  tha t  cer ta in  
energies or  spectra could produce isodose patterns which d i f f e r  
considerably for  different  measurement geometries. 
CONCLUSIONS 
1. Isodose curves produced by proton beams tha t  cannot penetrate 
all dimensions of a phantom are dependent upon phantom geometry. 
i s  t rue  fo r  measurements made at any depth i n  the phantom. 
The use of heavy walled ionization chambers i n  l i e u  of r e d i s -  
This 
2. 
t i c  phantoms fo r  depth dose measurements must be considered i n  terms 
of an acceptable measurement error. 
3 .  The generation of extremely high dose ra tes  i s  possible due t o  
geometries i n  which the Bragg peak ionization i s  not smoothed over. 
4. 
protons should be made i n  a r e a l i s t i c  geometry and by sensors placed 
at anatomically important s i tes .  
If a t  all possible measurements of dose due t o  high energy 
5 .  I n  many instances re l iab le  measurements can only be obtained by 
the  use of s m a l l  volume detectors. These volumes must be small com- 
pared t o  the gradient i n  dose rate expected. 
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Table 1 
Dose t o  selected points i n  cylinders i r rad ia ted  by a 2 IT symet r i ca l  proton 
f i e l d  uniform along i t s  axis and having an energy of 45.8 MeV. 
350 
390 
Dose Point 
- 
320 330 
360 330 
0 
1 cm depth 
Rqds/100 Rads at Surface of a F l a t  Slab and Delivered by a Pa ra l l e l  Beam 
Incident Perpendicularly t o  the Surface 
10 cm dia: 
c i r cu la r  cylinder 
390 
400 
E l l i p t i c a l  Cylinder: 
30 cm d i a .  Major dia,  = 30 cm 
Minor dia. = 20 cm 
c i rcu lar  cylinder 
320 
350 
I 
! 
i 
1 
! 
I 
I 
I 
I 
I 
I 
i 
I 
590 
590 
670 
Table 2 
Dose t o  selected points i n  cylinders i r radiated by a 2 TT syrmnetrical proton 
f i e l d  uniform along i t s  axis and having an energy of 138 MeV, 
630 
670 
870 
Dose Point 
Surface 
1 cm depth 
5 cm depth 
Center 
Rads/ lOO Rads at Surface of  a F l a t  Slab and Delivered by a Pa ra l l e l  Beam 
Incident Perpendicularly t o  the Surface 
10 cm dia. 
c i rcu lar  cylinder 
30 cm d i a ,  
c i rcu lar  cylinder 
570 
620 
680 
390 
~ __ 
E l l i p t i c a l  Cylinder: 
Major axis = 30 cm 
Minor axis = 20 cm 
Major d i a .  
630 
670 
730 
Minor dia.1 45' 
- 1,000 4 1,lOon - 
Table 3 
Dose t o  selected points i n  cylinders i r rad ia ted  by a 2 TI symmetrical proton 
f i e l d  along the cylinder axis. Proton energy equal 300 MeV. 
Dose Point 
Surf ace 
1 cm depth 
5 cm depth 
Center 
Rads/100 Rads at Surface of a F l a t  Slab and Delivered by a Para l le l  Beam 
Incident Perpendicularly t o  the Surface 
~ 
10 cm dia .  
c i rcu lar  cylinder 
30 cm dia .  
c i rcu lar  cylinder 
700 
740 
760 
770 
Elliptical .  Cylinder: 
Major axis = 30 cm 
Minor axis = 20 cm 
Table 4 
Dose t o  selected points i n  cylinders i r radiated uniformly by a 2 symmetrical 
proton f i e l d  along the cylinder axis. Proton energy equal 630 MeV. 
30 cm dia ,  
I 
' c i r cu la r  cylinder 
740 
Dose Point 
E l l i p t i c a l  Cylinder: 
Major axis = 30 cm 
Minor axis = 20 cm 
Major axis Minor axis 45' 
740 750 800 Surface 
1 cm depth 
5 cm depth 
Center 
Rads/100 Rads at Surface of a F la t  Slab and Delivered by a Para l le l  Beam 
Incident Perpendicularly t o  the Surface 
10 cm dia. 
c i rcu lar  cylinder 
740 
820 
850 
I 840 I 830 
880 1 870 I 880 1 880 
Table 5 
Dose t o  selected points i n  cylinders i r radiated uniformly by a 2 n 
symmetrical proton f i e l d  uniform along the cylinder axis. 
equal 730 MeV. 
Proton energy 
Dose Point 
Surf ace 
1 cm depth 
5 cm depth 
Center 
Rads/100 R a d s  at Surface of a F l a t  Slab and Delivered b y  a Parallel Beam 
Incident Perpendicularly t o  the Surf ace 
10 cm dia .  
c i rcu lar  cylinder 
750 
860 
890 
- 
30 cm d i a .  
c i rcu lar  cylinder 
E l l i p t i c a l  Cylinder: 
Major axis = 30 cm 
Minm0axis 1 20 emo ~ ~~~ 
Major axis  Minor axis 
850 
900 
gi0 
Table 6 
Dose t o  selected points i n  long cylinders i r radiated uniformly along and 
r ad ia l ly  about the cent ra l  axis. 
2 through 199 g/cm of carbon and having a mean energy of 220 MeV. 
Data applies t o  a 730 MeV beam a f t e r  passage 
Rads/100 Rads at Surface of  a F la t  Slab and Delivered by a Pa ra l l e l  Beam 
Dose Point 
1 I I 
I I I I I 
Surface 680 700 690 700 710 
1 em depth 7-10 730 720 730 730 
5 cm depth 740 770 760 760 760 
Center 7-80 770 
* 
Table 7 
Dose t o  selected points i n  long cylinders i r radiated uniformly along and 
r ad ia l ly  about the  cent ra l  axis. 
through 229 g/cm of copper and having a mean energy of 260 MeV. 
Data i s  Tor a 730 MeV beam a f t e r  passage 
2 
L 
Dose Point 
Surf ace 
1 em depth 
5 cm depth 
Major axis Minor axis  
Rads/100 Rads at Surface of  a F la t  Slab and Delivered by a Parti l lel  Beam 
Incident Perpendicularly t o  the Surface 
-I
4T0 
10 cm dia. 
c i rcu lar  cylinder 
30 cm d ia ,  
c i rcu lar  cylinder 
690 
710 
740 
750 
700 
730 
. .  
I 
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Fig. 1 - Isodose Curves produced i n  an e l l i p t i c a l  cylinder with 
major axis of 30 cm and a minor axis of 20 cm by a proton beam 
incident perpendicularly t o  the central  axis and uniformly about it. 
(a) Ep = 45.8 MeV 
(b) Ep = 138 MeV 
(e) Ep = 138 MeV 
(d )  Ep = 300 MeV 
(e)  Ep = 630 MeV 
(f) Ep = 730 MeV 
Fig. 2 - Center l i n e  depth dose curves produced by degrading a 
730 MeV proton bean by Pmge thicknesses of absorber. 
(a>  Degrader = 199 g/crn2 carbon, % =: 220 MeV 
(b) Degrader = 299 g/em' copper, = 26ii MeV 
P 
P 
3 
Fig. 3 - Isodose curves produced i n  an e l l i p t i c a l  cylinder with a 
major axis of 30 cm and a minor axis of 20 cm by a proton beam 
incident perpendicularly t o  the central  axis and uniformly about it. 
(a) kp i . ~  220 MeV; 730 MeV monoenergetic protons degraded by 
passage through 199 g , m 2  carbon. 
(b) zp = 260 MeV; 730 MeV monoenergetic protons degraded by 
2 passage through 229 g/cm copper. 
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